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Installation Instructions
9000 Series Single Hung Windows

9000H Single Hung
44" W x 84" H

9000 Single Hung
53-1/2" W x 74" H

9000H Quad

9000H Single Hung (1)
53-1/2" W x 74" H

9000H Single Hung (2)
53-1/2" W x 74" H

9000 Single Hung
44" W x 84" H

Installation documents contained herein
are provided for reference use only.
Current and complete installation instructions
are included with each product.
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Installation Instructions
9000H Single Hung (44" Wide Max X 84" High Max)

NOTES:

1. All steel attachment straps are pre-installed.
Spacing of these straps must not exceed
dimensions shown.

6" 21" 6"
2. Rotate straps 90° to inside of window. "

3. Install second No. 8 x 5/8" screw in each strap. 6"

4. After installing second screw bend strap
approximately 10° inward toward inside of
window.

5. If window has nailing fin install bead of caulking in
center of nailing fin.

6. Setwindow in its framed opening. Square window I I
and shim as required to make level and plumb.
Secure windows through fin using 2" nails or 1-
1/2" screws.

7. Secure each window strap to framing buck or stud
using no. 8 x 1" pan head screw in strap hole 4 Equal

. . Anchor Strap
nearest window jamb. Spaces Not To I |
Exceed 22"
8. Check window sash for proper operation.
9. Caulk window inside and out between wood and
vinyl. Caulking, TruSeal GS1 silicone, is furnished
I |
Install No. 8 x 1" Pan Hd.
Screw Thru This Hole
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Install Second Screw ——/ Y
No. 8 x 5/8" Pan Head AJ — — ‘
2" ~<~———— 3 Equal Anchor Strap Spaces ————— 1 l=—2"
Max Not To Exceed 22" Max
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Installation Instructions
9000 53-1/2" x 74" Single Hung
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Notes:
1. Use No. 8 X 1-1/2" panhead wood screw or equal. Maximum screw spacing is 15"
2. Apply a bead of caulk down the middle of the sill prior to installation. Caulk

window perimeter inside and out between wood and vinyl. TruSeal GS1
silicone caulk is furnished with each window.
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